
Pressure-spring junction terminals D
CONTA-CONNECT

Qty.

100

D1.5/4

Pressure-spring system

14.8 x 16.3 x 8.0

D1.5/4 LG
3982.0

0.75 - 1.5 | 18 - 16
10
4

PA 6
-20°C to +80°c

V2
Copper alloy

Steel

D2.5/4

Pressure-spring system

18.0 x 17.5 x 9.0

D2.5/4 DG
3987.4

1.0 - 2.5 | 14
10
4

PA 6
-20°C to +80°c

V2
Copper alloy

Steel

D1.5/3

Pressure-spring system

12.0 x 16.3 x 8.0

D1.5/3 LG
3981.0

0.75 - 1.5 | 18 - 16
10
3

PA 6
-20°C to +80°c

V2
Copper alloy

Steel

D2.5/3

Pressure-spring system

14.4 x 17.5 x 9.0

D2.5/3 DG
3986.4

1.0 - 2.5 | 14
10
3

PA 6
-20°C to +80°c

V2
Copper alloy

Steel

Qty.

100

Qty.

100

Qty.

100

Pressure-spring junction terminal 1.5 mm2

Features:
• For single-core wire
• Housing made from polyamide 6.6 UL 94-V2
• Temperature range: -20°C to +80°C
• Can be mounted side-by-side

Connection type

Dimensions (L x W x H), mm

Type
Type/colour
Cat. no.
Ratings
Rated voltage, V
Rated current, A (UL: AWG 16/18)
Connection data
Single-core (solid), mm2| AWG
Stripping length, mm
No. of poles
Material
Material of insulated housing
Temperature range
Flamm. class acc. to UL 94
Busbar
Pressure spring

Pressure-spring junction terminal 2.5 mm2

Connection type

Dimensions (L x W x H), mm

Type
Type/colour
Cat. no.
Ratings
Rated voltage, V
Rated current, A
Connection data
Single-core (solid), mm2| AWG
Stripping length, mm
No. of poles
Material
Material of insulated housing
Temperature range
Flamm. class acc. to UL 94
Busbar
Pressure spring

IEC
450
20

UL
450

18/17

IEC
450
20

UL
450

18/17

IEC
450
20

UL
450

18/17

Qty.

100

Qty.

100

IEC
450
25

UL
450
30

IEC
450
25

UL
450
30

IEC
450
25

UL
450
30

Junction terminal 1.5 mm2 

2 poles

Junction terminal 2.5mm2 

2 poles
Junction terminal 2.5 mm2 

3 poles
Junction terminal 2.5 mm2 

4 poles

Junction terminal 1.5 mm2 

3 poles
Junction terminal 1.5 mm2 

4 poles

D1.5/2

Pressure-spring system

9.1 x 16.3 x 8.0

D1.5/2 LG
3980.0

0.75 - 1.5 | 18 - 16
10
2

PA 6
-20°C to +80°c

V2
Copper alloy

Steel

D2.5/2

Pressure-spring system

10.7 x 17.5 x 9.0

D2.5/2 DG
3985.4

1.0 - 2.5 | 14
10
2

PA 6
-20°C to +80°C

V2
Copper alloy

Steel
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D1.5/5

Pressure-spring system

17.6 x 16.3 x 8.0

D1.5/5 LG
3983.0

0.75 - 1.5 | 18 - 16
10
5

PA 6
-20°C to +80°C

V2
Copper alloy

Steel

D2.5/5

Pressure-spring system

21.5 x 17.5 x 9.0

D2.5/5 DG
3988.4

1.0 - 2.5 | 14
10
5

PA 6
-20°C to +80°C

V2
Copper alloy

Steel

Qty.

100

Qty.

100

Qty.

50

D1.5/8

Pressure-spring system

26.0 x 16.3 x 8.0

D1.5/8 LG
3984.0

0.75 - 1.5 | 18 - 16
10
8

PA 6
-20°C to +80°C

V2
Copper alloy

Steel

D2.5/8

Pressure-spring system

32.3 x 17.5 x 9.0

D2.5/8 DG
3989.4

1.0 - 2.5 | 14
10
8

PA 6
-20°C to +80°C

V2
Copper alloy

Steel

IEC
450
20

UL
450

18/17

IEC
450
20

UL
450

18/17

Qty.

100

Qty.

100

Pressure-spring junction terminal 4 mm2

Dimensions (L x W x H), mm

Type
Type/colour
Cat. no.
Ratings
Rated voltage, V
Rated current, A (UL: AWG 12/16)
Connection data
Single-core (solid), mm2| AWG
Stripping length, mm
No. of poles
Material
Material of insulated housing
Temperature range
Flamm. class acc. to UL 94
Busbar
Pressure spring

IEC
450
25

UL
450
30

IEC
450
25

UL
450
30

IEC
450
32

UL
450

35/18

Junction terminal 2.5 mm2 

5 poles
Junction terminal 2.5 mm2 

8 poles
Junction terminal 4.0 mm2 

3 poles

Junction terminal 1.5 mm2 

5 poles
Junction terminal 1.5 mm2 

8 poles

D4.0/3

Pressure-spring system

18.0 x 21.8 x 13.05

D4.0/3 LG
3990.0

1.5 - 4.0| 16 - 12
10
3

PA 6
-20°C to +80°C

V2
Copper alloy

Steel

SP
EC

IA
L 

TE
R

M
IN

A
LS
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